Installation Manual
EXACT LIFT PRO™ OPEN ROLL (CORDLESS) SHADES

[=] 242 [m]

[=]

Watch our
Installation Video

Thank you for purchasing Roller Shades from the Inspired Shades Collection.

With proper installation, your shades should look beautiful and provide years of service. Please check all
parts and review this manual before starting installation.
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TOOLS THAT MAY BE REQUIRED:

Pencil, Tape Measure, Drill, Screwdriver, Level, Step Stool, and Ladder

NOTE: For drywall (wallboard) or plaster, use anchors designed for hollow walls (not included). For
concrete, stone, and brick, use a masonry drill bit and masonry anchors (not included).

If your Exact Lift Pro™ shade is over 60 inches wide and will be installed using a ladder, we strongly
recommend a two-person installation.



EXACT LIFT PRO™ OPEN ROLL (CORDLESS)

STEP 1: INSTALL BRACKETS

Face Mount Top Mount
STANDARD ROLL: REVERSE ROLL:
Install the spring end bracket Install the spring end bracket
on the LEFT and the idle end on the RIGHT and the idle end
bracket on the RIGHT. bracket on the LEFT.

Spring End Bracket Idle End Bracket
(with tension gear)

IMPORTANT: Brackets must be level, aligned, and installed to the shades
ordered width. Misaligned brackets can cause the shade to skew, telescope
or rattle.

STEP 2: INSTALL SHADE

1. DO NOT remove the spring lock pin on the spring end of the shade yet.
Removing it may cause the shade to lose tension.

See the Troubleshooting section for steps to re-tension the shade.

— Spring Lock Pin
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EXACT LIFT PRO™ OPEN ROLL (CORDLESS)

2.

3.

4.

INSERT SPRING END INTO BRACKET
The pin must be seated into the bracket before removing the spring lock pin.

Seated Spring End

REMOVE SPRING LOCK PIN

Once fully seated, remove the spring lock pin. Spring end will not fully engage with the
bracket opening until the spring lock pin is removed.

.“‘

Spring Lock Pin Spring End
Removed Installed

INSERT IDLE END INTO BRACKET

Press the idle end pin in and slide the idle end into its bracket until the pin snaps into
place, securing the shade.

Idle End
Installed



EXACT LIFT PRO™ OPEN ROLL (CORDLESS) INSTALLATION
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5. INSTALL HEM GRIP
Center the hem grip on the shade’s bottom bar.
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6. ADD END CAP COVERS
Push the end cap covers onto the outside of each bracket by pressing the corners
near the wall until they snap into place.
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EXACT LIFT PRO™OPEN ROLL (CORDLESS) REMOVAL

HOW TO: REMOVE SHADE

1. Remove the idle end bracket cover by inserting a flathead screwdriver between
the bracket and the bracket cover to gently remove it. While supporting the
shade, press the idle end pin through the bracket hole with a screwdriver, then
slide the idle end out of the bracket.

Removing Cover Pressing Idle End Pin

2. Carefully and slowly remove the spring end from the bracket.
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Spring End Hole



CORDLESS TROUBLESHOOTING - EXACT LIFT PRO™

OPERATION

LOWER SHADE:

Pull straight down on the center of the

bottom bar to lower the shade to exact
desired position. If desired, a Cordless
Lift Assist handle can be used.

RAISE SHADE:
Push center of bottom bar up to exact
desired position, then release shade.

MISPLACED SPRING LOCK PIN:
If you misplace the spring lock pin, either

a twist tie, paper clip, or something similar
can be substituted.

IMPROPER USE WILL LEAD TO:
Separation of shade from roll, fraying edges
or telescoping.
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TROUBLESHOOTING

If the spring end pin is pressed before the shade is fully
installed, the shade may lose some or all tension. In this
case, complete the installation, then hand-roll the fabric back
onto the roller tube and follow the instructions below to add
tension back to the spring.

ADJUST TENSION:

The tension gear on the spring end of the bracket adjusts the
tension.

STANDARD OPEN ROLL:
Rotate the tension gear down to add or
restore tension and up to reduce
tension for standard open roll shades.
You may need to rotate the gear
several times to make the desired

changes. H

If the shade starts to unroll after being
raised or the fabric buckles while lifting
the shade, rotate the

tension gear down to add tension on
standard open roll shades.

If the shade feels harder to pull while
lowering or creeps up when not in use,
rotate the tension gear up to reduce
tension on standard open roll shades.

REVERSE OPEN ROLL:

Rotate the tension gear up to add or restore tension and
down to reduce tension for reverse open roll shades. You
may need to rotate the gear several times to make the
desired changes.

If the shade starts to unroll after being raised or the fabric
buckles while lifting the shade, rotate the
tension gear up to add tension on reverse open roll shades.

If the shade feels harder to pull while lowering or creeps up
when not in use, rotate the tension gear down to reduce
tension on reverse open roll shades.

TELESCOPING:

If the shade skews or telescopes:

1. Check that the brackets are level.

2. Ensure the hem grip is centered and operate the shade
from the center—don’t pull from the sides.

3. If needed, unroll fully and slowly raise it, keeping the lift
centered so the roll winds evenly.



ROLLER SHADE CARE AND CLEANING

We recommend gentle cleaning methods for the care and cleaning of your roller shades.

Roller Shades are decorative in nature and are primarily polyester or a blend of poly-cotton, poly-linen, or
poly-PVC materials. The fabrics should not be treated with harsh chemicals.

When dusting is required, be sure to use something gentle. We recommend a vacuum brush or lightly
dusting by hand.

Light steaming may be used in the event of wrinkles. Please avoid contact with the fabric and hold the
steamer at least 6” away.

If spot cleaning is required, use only water or a very mild detergent. Cleaning the shade in its entirety can
cause it to shrink, leave water spots, or alter the color of the fabric.

Following these tips will help to extend the life of your shades and ensure that they stay beautiful for years to
come!



INSPIRED SHADES™ COLLECTION LIMITED WARRANTIES

Limited No Questions Asked Warranty

The Pro Design LLC Limited “No Questions Asked” Warranty is offered exclusively to Budget Blinds’ customers
purchasing products from the Inspired Shades Collections only. This warranty allows a one-time complimentary
replacement or repair should a shade become damaged or inoperable after the initial installation.

This warranty is valid for five years from the original date of purchase. Replacement or repair will be at Pro Design LLC’s
discretion.

The replacement shade will be made to the same size and specifications as the original shade. The replacement shade
must be ordered in the same pattern and color. If the original pattern or color is not available, the shade will be replaced
with the closest available option. If a shade is replaced, there may be variations in the color or texture of the original and
replaced shades.

This warranty does not cover motors or batteries for motorized shades. This warranty does not cover trip charges or
labor charges for removal or installation.

This warranty is provided to the original purchaser only with proof of purchase and does not cover damage caused by
removal, storage or reinstallation of the shades. This warranty is only available through Budget Blinds franchisees.

Limited Lifetime Warranty
This product is warranted against defects in materials and workmanship, provided that:

1. The product was installed according to the product instructions.
2. Pro Design LLC recommendations were followed regarding limitations and specifications of the product.

Pro Design LLC reserves the right to determine if your shade warrants a repair or partial replacement of any parts. If
necessary, Pro Design LLC will replace your shade with a new shade of equal or superior value. This shall be your sole
remedy under this warranty.

This Limited Lifetime Warranty excludes all motors, controls and accessories, which are warranted for only a period of
five years from the date of purchase. Failure to follow the proper installation, charging and use instructions will invalidate
the warranty for motors, remotes, wands and hubs.

This Limited Lifetime Warranty applies only to the original retail purchaser with proof of purchase.

This Limited Lifetime Warranty does not cover the removal or installation of original or replacement shades. This Limited
Lifetime Warranty does not cover damage or defects caused by, or resulting from improper maintenance, neglect or
improper use, wear and tear, abuse, neglect, accidents, alteration, commercial use, installation, removal or reinstallation
or exposure to excessive moisture.

Your Rights Under State Law

These warranties give you specific legal rights. You may also have other rights which may vary from State to State. In no
event shall Pro Design LLC be liable for incidental or consequential damages or for any other direct or indirect damage,
loss, cost, expense or fee. Some states do not allow the exclusion or limitation of incidental or consequential damages, so
the above limitation or exclusion may not apply to you. These warranties are exclusive and in lieu of all other obligations,
liabilities, disclaimers or warranties.

Please contact the Pro Team with any questions or concerns:

D inspired@prodesignlic.net ‘. 330-562-0023 @ 330-294-9878
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