
Installation Manual
NATURAL DRAPERY

CARE AND CLEANING
When dusting is required, use something gentle. We recommend a vacuum brush or a duster. 
If there are wrinkles in your drapery, you can use a hand-held steamer to smooth everything out. Avoid 
direct contact with the drapery by holding the steamer at least 6” from the fabric. 
If spot cleaning is required, use only water or a very mild detergent. Cleaning the shade in its entirety 
can cause it to shrink or leave water spots. By spot cleaning, you avoid getting the shade too wet and 
affecting the overall quality of the shade.

MOUNTING HARDWARE:

Rounded Track
shown with master carrier

Ordered Width Brackets
Up to 44” 2 Brackets

Between 44” - 79” 3 Brackets

Between 79” - 94” 4 Brackets

Between 94” - 158” 6 Brackets

Between 158” - 192” 8 Brackets

TOOLS THAT MAY BE REQUIRED:
Level, Tape Measure, Pencil, Screw Driver, Drill, Ladder 

NOTE: For drywall (wallboard) or plaster, use anchors designed for hollow walls (not included). For 
concrete, stone, and brick, use a masonry drill bit and masonry anchors (not included). 

CONTENTS: 
Page 1: Shade Care and Cleaning; Mounting Hardware
Pages 2 - 3: Preinstallation
Page 4:  Secure Splice; Prepare Track (Face Mount)
Page 5:  Install Track (Face Mount)

Page 6: Install Track (Top Mount) 
Page 7: Install and Dress Panel
Page 8: Warranties

Rectangular Track
shown with carriers

Splice
included with tracks wider than 94”

Continuous Track
Installation

Spliced Track 
Installation

Use ALL included brackets to 
mount the track securely in 
place.
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Master carriers are shipped uninstalled to the track to prevent breakage. Install the master carrier 
before starting track installation. 

See instructions below for connecting the master carrier and the next page for diagrams by track 
configuration. 

Continuous Track (Non-Spliced): Remove one end cap from the track using the included Allen 
Wrench.

PRE-INSTALLATION: INSTALL MASTER CARRIER

Align Lead Carrier with Master Carrier
(End stop may need to be loosened depending on your track style)

Click Lead Carrier into Master Carrier

Slide Lead Carrier with Master Carrier into Track

NOTE: The side of the Master Carrier with six drapery hook holes should face the mounting walls.

NOTE: The master carrier has been preconfigured with the correct number of drapery hook holes for 
your ordered panel. No adjustments or alterations are needed.
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CONTINUOUS ONE-WAY TRACK

Carriers will be shipped installed in the track. Once the master carrier is installed to the lead carrier, 
on the operational end of the track, slide the end stop next to the end cap on the non-operational 
side and tighten.

SPLICED ONE-WAY TRACK

Carriers will be shipped installed in the stationary side of the track. Once the master carrier is 
installed to the lead carrier, slide the carriers into the spliced opening of the track. Slide the end stop 
next to the end cap on the non-operational side and tighten. See Step 1 for securing splice. 

CONTINUOUS SPLIT-DRAW TRACK

Carriers will be shipped installed in the track. Remove both end caps, end stops, and full strand of 
carriers on each end of the track. Attach the left master carrier to the left lead carrier. Attach the right 
master carrier to the right lead carrier. Slide each master carrier into the track so they meet in the 
middle. Insert the end stops before installing the last carrier on each end. Attach the end caps on 
each end. Slide the end stops next to each end cap and tighten.

SPLICED SPLIT-DRAW TRACK

Carriers will be shipped installed in each side of the track. Loosen the end stops, slide the lead 
carriers out of each track and attach a master carrier to each. Once the master carriers are installed, 
slide the carriers into the spliced opening. Slide the end stops next to each end cap and tighten. 
See Step 1 for securing splice. 
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Move on to Step 2 if the track is under 94” wide (not spliced).

Splices are included for tracks wider than 94”.

The splice is in the top channel of one of the track pieces. Follow the Steps below to connect the two 
pieces of track. 

STEP 1: SECURE SPLICE

Loosen the 4 set screws on 
the splice. 

Slide the splice halfway over 
on the first track and tighten 
the 2 set screws in the track. 

Slide the splice into the 
second half of the track and 
tighten the remaining 2 set 
screws to secure tracks. 

Continuous track - Remove the end cap on one end of the track. Loosen the washers on the 
bracket arms and slide each bracket arm into the channel on the track. Re-install end cap. 

Spliced Track - Remove the end cap on both ends of the track using the included Allen wrench. 
Loosen the washer on the bracket arms and slide an equal number of bracket arms into the channel 
on either side of the track. Re-install end caps, making sure the final stationary carriers are held in 
place with an end stop. 

STEP 2: PREPARE TRACK (FACE MOUNT) 

Align bracket arm washer and slide into 
channel.

Ensure stationary track end(s) have end 
stop properly installed. 

Once the splice is installed, move on to Step 2 for face mount brackets or step 4 for top mount 
brackets.
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Brackets include a base plate and cover. Covers are circular for rounded tracks and square for 
rectangular tracks. 

Panel lengths are adjusted to allow for the installation hardware. Inside mount panels have an 
additional 1/2” length deduction. Outside mount panels have no additional deductions. 

Install the left and right base plates 2” in from each end of the track. Install the base plates for the 
remaining brackets evenly between them. 

Slide a cover onto each base plate. 

STEP 3: INSTALL TRACK (FACE MOUNT) 

Install Track and Tighten Bracket Arm Set Screws Tighten Bracket Arm Washer Set Screw

Base Plate and Cover Installation

Adjust the bracket arms on the track prepared in Step 2 to align with the bracket base plate and 
cover. Slide the arms onto the base plate and cover, center the track, and tighten all bracket arm set 
screws with the Allen wrench. 

Once the track is installed, move on to step 5.

NOTE: Be sure to use all mounting brackets included.
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Install the brackets in the ceiling by screwing through the oblong hole. Install the left and right 
brackets 2” in from each end of the track. Install the remaining brackets evenly between them. Make 
sure brackets are level and aligned.  

Top mount brackets can be locked or unlocked. Brackets must be unlocked for the track to install 
properly and must be relocked once the track is installed. 

STEP 4: INSTALL TRACK (TOP MOUNT) 

Top Mount Bracket Unlocked Top Mount Bracket Locked

Align Bracket Tab with Track

To unlock the bracket, pull the black tab down on each bracket. Place the white bracket tab inside 
the groove of the track and push the track straight back. Tilt the back of the track up until it engages 
with the bracket. Slowly let the bracket move forward until it locks. Push the locking tab up into the 
bracket to lock the track into place. Slide a bracket cover onto the underside of each bracket from 
the wall side.

Snap Bracket in Place

Slide Bracket 
Cover in Place

NOTE: Be sure to use all mounting brackets included.
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STEP 5: INSTALL AND DRESS PANEL
Natural Draperies include hooks at the top of the panel. Metal return hooks install to an eyelet in the 
wall to secure the return of the drapery. Plastic hooks install to the carriers in the track. 

Starting on the stationary side of the panel, feed the plastic hooks through each carrier until you 
reach the master carrier. 

Note: Some installations may require bending the plastic hooks to install to the carriers. The hooks 
are durable and flexible and are designed to withstand gentle manipulation. This allows them to be 
easily fed into the track carriers without damage or loss of strength.

Metal Return Hook (left) 
Plastic Carrier Hook (right) 

Panel Installed 

Once you reach the master carrier, place the third-to-last hook in the front hole, the second-to-last 
hook in the hole beside the baton (as shown in the illustration), and the last hook in the back hole of 
the master carrier. 

Install the baton to the center hole of the master carrier. Secure the return hook with the provided 
eyelet.

Natural Draperies must be properly dressed to hang in billows. Starting at the stationary side of the 
panel, arrange the carriers so the plastic hooks face each other in pairs, creating an S-curve at the 
top of the panel. 

First Hook Baton

Billow Hooks in Pairs Drapery S-Curve

NOTE: The Master Carrier will come with either 2 or 4 drapery hook holes on the front side. Place the 
third hook in the front hole.

Second Hook

BACK FRONT

Third Hook

Master Carrier Hook Placement
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Limited No Questions Asked Warranty
The Pro Design LLC Limited “No Questions Asked” Warranty is offered exclusively to Budget Blinds’ customers 
purchasing products from the Inspired Shades Collections only.  This warranty allows a one-time complimentary 
replacement or repair should a shade become damaged or inoperable after the initial installation.   

This warranty is valid for five years from the original date of purchase.  Replacement or repair will be at Pro 
Design LLC’s discretion.

The replacement shade will be made to the same size and specifications as the original shade. The replacement 
shade must be ordered in the same pattern and color. If the original pattern or color is not available, the shade 
will be replaced with the closest available option.  If a shade is replaced, there may be variations in the color or 
texture of the original and replaced shades.

This warranty does not cover motors or batteries for motorized shades. This warranty does not cover trip 
charges or labor charges for removal or installation.

This warranty is provided to the original purchaser only with proof of purchase and does not cover damage 
caused by removal, storage, or reinstallation of the shades. This warranty is only available through Budget 
Blinds franchisees. 

Limited Lifetime Warranty
This product is warranted against defects in materials and workmanship, provided that:

1. The product was installed according to the product instructions.
2. Pro Design LLC recommendations were followed regarding limitations and specifications of the product.
 
Pro Design LLC reserves the right to determine if your shade warrants a repair or partial replacement of any 
parts. If necessary, Pro Design LLC will replace your shade with a new shade of equal or superior value. This 
shall be your sole remedy under this warranty.

This Limited Lifetime Warranty excludes all motors, controls, and accessories, which are warranted for only 
a period of five years from the date of purchase. Failure to follow the proper installation, charging and use 
instructions will invalidate the warranty for motors, remotes, wands, and hubs.

This Limited Lifetime Warranty applies only to the original retail purchaser with proof of purchase.

This Limited Lifetime Warranty does not cover the removal or installation of original or replacement shades. 
This Limited Lifetime Warranty does not cover damage, or defects caused by, or resulting from improper 
maintenance, neglect or improper use, wear and tear, abuse, neglect, accidents, alteration, commercial use, 
installation, removal or reinstallation or exposure to excessive moisture.

Your Rights Under State Law

These warranties give you specific legal rights. You may also have other rights which may vary from State to 
State. In no event shall Pro Design LLC be liable for incidental or consequential damages or for any other direct or 
indirect damage, loss, cost, expense, or fee. Some states do not allow the exclusion or limitation of incidental or 
consequential damages, so the above limitation or exclusion may not apply to you. These warranties are exclusive 
and in lieu of all other obligations, liabilities, disclaimers, or warranties.

INSPIRED SHADES™ COLLECTION LIMITED WARRANTIES

BBND 2025D

Please contact Customer Service with any question or concern:
			   e-mail:	 inspired@prodesignllc.net 
			   text: 	 330-294-9878
			   call: 	 330-562-0023


